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LINED WITH No. 10 S.W.G. STEEL WIRE 19       PITCH (24 COILS)
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MAKER'S NAME

DATE MANUFACTURED

RAILWAY INITIALS

MOULDED ON

4.5Kg

FORCE TO BEND HORSE AS SHOWN THUS,

NOT TO EXCEED 4.5Kg

STD  FOR 64mm DIA VACUUM PIPING

NOTES

 CAGE TO BE FORMED AT ONE END ONLY.

 SPIRAL CAGE AS SHOWN IS ACCEPTABLE.

 ALTERNATIVE DESIGNS WILL BE CONSIDERED.

No. OFF

DESCRIPTION & DIMENSIONS
ITEM MATL & SPEC´N REF DRAWING

WEIGHT

    (Kg)

DRN

TRD

CHD

CMD

APPROVED

Manager.  C&W

SCALE

ASSEMBLY

REPLACES DRG. No.

REPLACED BY

ZRL

ZAMBIA RAILWAYS LIMITED

ROLLING STOCK DEPT

MAIN WORKSHOPS

KABWE

REV.

REV.No

DATE

REVISION
APPD

M. MULINDA

2 

1

2

'' VACUUM HOSE PIPE

(64mm)

S-A4-05-58-73

RUBBER TO

BS 3682 TYPE 2
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